
180180

TAPES, ABHESIVES & LUBRICANTS.

Description

Application

Approvals

Product  

Range

Tapes made of pure, untreated, unsintered PTFE, HD tape with high density. 

Non-curing, non-ageing, extremely ductile and flexible; good molding to 

thread lines; easy application and removal

Surface weight:

• Min. 100g/m2, Class GRP [HD & HD Gold]

• Min. 60g/m2, Class FRp

Areas of application in accordance with DIN EN 751-3.

• Gas installations 5 bar/-20 °C to 125 °C

•  Hot water: 7 bar to 125 °C

•  Drinking water: 16 bar to 95 °C [applies to HD Gold only]

Nominal width range [ISO 7 thread]*

• Class FRp: DN ≤ 10 * 

• Class GRp: 10 < DN ≤ 50

*PTFE tapes of Class FRp can also be used for other nominal widths,  
where the thread profile is ≥ 7.5 cm-1

BAM 

DVGW

BAM

KTW-guideline

DVGW

BAM 

DVGW

12.7 [1/2“] x 0.1 mm; 

bulk goods, 10 m rolls, 

carton with 12 rolls 

Var. dimensions;  

bulk goods, 13 m rolls,

carton with 12 rolls

High temperature  

and pressure resistant 

lubricant with solids 

content; [aluminium, 

magnesium silicate, 

fluorgraphite, synthetic 

oils and thickeners]; 

heavy metal-free, 

nickel- free; good 

chemical resistance, 

excellent corrosion 

protection

-40 to 1500°C

Friction value µ ~ 0.11

Lubrication of nuts, 

bolts, winches, cables,  

cogs, pulleys, blow-

ers, vents, valves 

& presses;  suited 

specifi cally for use in 

high temperatures, 

heavy loads, in the 

chemical and petro-

chemical sector; 

thread recutting

Brush can with 300 g,

carton with 12 cans

Product PTFE  

Threading Tape  

[HD]

PTFE  

Threading Tape  

[HD Gold]

PTFE  

Threading Tape

Anti-Seize

Ni-free, high temp.
Anti-Seize

Base: Petroleum 

with finely dispersed 

graphite flakes and 

metal particles, 

main components: 

copper, aluminium. 

Heat-resistant  

lubricant and 

separating agent, 

prevents corrosion 

and seizing;  

reduces friction 

values, specifically 

in bolted connec-

tions; sweet and salt 

water- resistant

- 180 °C to 1100 °C

Lubricant, corrosion 

prevention, and 

separating agent 

for the chemical 

industry, automotive 

production, mining, 

steel production and 

machine enginee-

ring; suitable for use 

in extreme tempe-

rature fluctuations, 

prevents damage to 

threads and fits,  

facilitates removal

Product No. 1000 1003 1006 1009 1014

Spray can with 400 ml,

carton with 10 cans

12 x 0.1 mm;  

bulk good, 10 m rolls,  

carton with 12 rolls 
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Description

Application

Product  

Range

Synthetic multi- 

purpose lubri-

cant with PTFE, 

non-corrosive, 

water- displacing; 

high bonding 

with corrosion 

protection and 

good creeping 

characteristics 

even in extreme 

conditions; does 

not affect rubber 

parts during pro-

longed contact; 

non-ageing and 

non-crystallising

- 30 °C to 170 °C

Lubrications of 

all types, e.g. 

hinges, bolted 

connections,  

linkage, bea-

rings, etc. Corro-

sion protection  

for bolts, instal-

lation aid, e.g. 

for precise fits in 

hydraulics; clean 

mounting spray 

for O-rings

Spray can with 

500 ml, carton 

with 10 cans; 

canister with 10 l

Mineral creeping 

oil with white  

lubricating 

agents, parti-

cularly suited 

for oscillating 

movements; 

displaces and 

infiltrates mois-

ture, prevents 

corrosion, 

dissolves rust

- 30 °C to 80 °C

Lubrication of  

levers, joints,  

chains, etc.  

Reduces friction 

losses and func-

tion reduction; 

prevents fretting 

corrosion; loo-

sens seized and 

rusted bolted 

connections

Spray can with 

500 ml, carton 

with 10 cans; 

canister with 10 l

Dry, grease-free 

PTFE gliding, 

lubricating,  

and separating 

agent; water- 

proof and  

chemical -proof; 

friction-resis-

tant, long 

lasting, quick 

drying;  

application of 

multiple coats 

possible

- 30 °C to 265 °C

Non-staining, 

grease-free  

lubricating and 

gliding agent for 

metals, plastics, 

rubber, glass, 

etc. Non-stain-

ing grease-free 

separating 

agent prevents 

adhesion

Spray can with 

400 ml, carton  

with 12 cans

Non-toxic, 

water- repellent 

gliding, lubrica-

ting, and sepa-

rating agent,  

non-crystallising

- 150 °C to 200 °C

Suitable for appli-

cations, where 

mineral oil lubri-

cants cannot be 

used; excellent 

for use in bear-

ings and gearing 

made of pure or 

reinforced plas-

tics; long-life 

separating agent 

for the demold-

ing of rubber and 

plastic parts,  

good insulation 

and anti-oxi-

dation agent; 

prevents cree-

ping currents in 

electric systems

Spray can with 

500 ml, carton 

with 12 cans

Air-curing, 

metallic, visco-

plastic coating, 

salt water-proof, 

corrosion-proof, 

permanently 

bonding

up to 400 °C

Base coating or 

thick-layering 

for corrosion  

repair protection 

[welding works], 

machine  

parts, struc-

tures, wa-

tearcrafts,  

shipyards, etc.

Spread evenly on 

grease and rust-

free surface

Spray can with 

400 ml, carton 

with 12 cans

FIN-Lub
Synthetic  

Lubricant

Teflon  

Coating

Silicon  

Lubricant

Cold Zinc  

Coating

Quick Rust  

Dissolver

Immediate action 

rust dissolver 

with lubricating 

effect, which  

infiltrates and  

displaces 

moi sture, and 

prevents rusting 

and oxidation; 

excellent 

pene tration 

properties; does 

not affect rubber 

or plastics; 

non-toxic

up to 50 °C

Loosening of 
rusted or seized 
bolted connec-
tions and other 
mechanisms, 
prevents contact 
faults,  
reduces friction 
resistance

1008 1012 1015 1016 1010 1011

Spray can with 

400 ml, carton  

with 10 cans;  

canister with 10 l

Product

Product No.
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